


With one touch a sewing 
pattern can be selected by 
simply depressing a button. 
The pattern selection key 
illuminates when selected so 
that the sewing mode is always 
visible.

Direct Pattern Selection

USER FRIENDLY FEATURES

real-size

Push button selection of two 
different lock stitches to secure 
your sewing.

Reinforcement Stitch
The needle enters at the same 
position both at the beginning and 
end of sewing creating a 
reinforcement stitch that prevents 
stitches from fraying or unraveling.

Reverse Stitch
The machine automatically 
performs reverse stitching at the 
beginning and end of sewing.

Two Automatic Lock Stitch Keys

Reinforcement Stitch Reverse Stitch

Determining the correct thread tension for the 
material you are sewing is easy with the 
conveniently located thread tension dial.

Thread Tension

Stitch length and zigzag width can be easily 
changed to your preferred size by push button 
and adjustment lever. You can return to the 
standard settings by simply pushing the one 
touch manual buttons.

The presser foot lift raises in 2 steps with a 
maximum lift range of 12mm.  Even heavy 
weight materials are easily handled in and out of 
the sewing area.

Lift of the Presser Foot

Located in front of the needle entry hole, it enables 
you to start sewing smoothly and effortlessly.

Extra Feed Dog

You can lower the feed dog for free-motion 
quilting or raise it for normal sewing by simply 
moving the lever to the right or left.

Drop Feed
The automatic needle threader easily threads 
the needle without eyestrain and allows you to 
start sewing quickly.

Auto Needle Threader 

With 3 buttonhole patterns to choose from, the 
machine conveniently sewing buttonholes 
automatically according to the size of the button. 
At the end of sewing, the unit automatically stops 
after bar tacking. According to your project, you 
can sew thin to thick buttonholes with ease on any 
type of fabric.

Automatic Buttonholing

Adjustment of Stitch
Length and Zigzag Width




